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ONX6/XL HI-POWER W/MODE
SWITCH 2 - LIGHT MAX (355 WATTS)

WIRING HARNESS - UNIVERSAL

$136.10 GST included

SKU: 640119
Categories: Accessories, Accessories,

Accessories, Accessories, Accessories, OnX6
LED Light Bar, XL Pro, XL Racer Edition, XL

Sport, XL80

PRODUCT DESCRIPTION

Complete harness for Baja Designs XL (Pro and Sport) and OnX6 plus LED Lights. This harness takes all the
guess work out of installation and is incredibly high quality suited for race use! This harness allows you to

use the high beam or toggle switch to turn on the LED light.

Includes Toggle switch for On/Off and toggle button for dim mode

Heavy duty wire gauge

Complete with battery ring terminals, relay, sheathing, fuse

100 inch wire length between battery ring terminals and weatherpack for bumper or roof mounting

PLEASE NOTE:  THESE HARNESS ARE DESIGNED FOR STAND ALONE OPERATION FROM THE SWITCHES
INCLUDED IN THE WIRING ARRANGEMENT.  SIMPLY CONNECT TO BATTERY, AND TO THE LIGHTS AND THEY
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ARE FULLY FUNCTIONAL. TO COMPLY WITH MOST STATES ROAD RULES THESE LIGHTS SHOULD ONLY BE
OPERATIONAL WHEN HI BEAM IS ACTIVATED. TO COMPLY WITH THIS REQUIREMENT A NEW RELAY WILL

NEED TO BE POWERED FROM THE VEHICLES HI BEAM WIRE, TO A NEW (NOT INCLUDED) RELAY. THIS NEW
RELAY WILL NEED TO BE CONNECTED INTO THIS HARNESS. WE CAN SUPPLY FURTHER INFORMATION TO

ASSIST YOU.


